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MY M- UM Manual

Thanks for purchasing our products, before operating this product,
please read the enclosed operating instructions.

Operating Instructions

1.True BYPASS Footswitch
a Push down the footswitch to switch between effects and bypass status.

~—=———8 2.ON/OFF LED

O Indicates effects or bypass status of Plexion. When the LED is lit up,
B8+ -"0O1—18 the effect is on.
Y B 3.GAIN Knob
4 Adjust the gain.
< —B  4TONE Knob
Adjust the tone color.
5.Mode Switch
Switch between Normal mode and Boost mode.
6.VOLUME Knob
Adjust the volume.
7.Input Jack
TRUEBYPASS 1/4"mono audio jackinputs the signal.
— 8.0utput Jack
1/4"mono audio jack,outputs the signal.
9.DC IN Power Jack
DC 9V regulated AC adapter (Plug polarity is Positive on the barrel and
negative in the center @ ¢-©)

Specifications

+ Input: 1/4"Monaural Jack (Impedance: 1M Ohms)

+ Output: 1/4"Monaural Jack (Impedance: 1K Ohms)

+ Power Supply: DC 9V (Plug polarity is Positive on the barrel and negative in the center ® ¢-©)
+ Working Current: 8mA

+ Dimensions: 95(D)*45(W)*48(H)mm

+ Weight: 273g(With box)

JsP: 170%120 mm
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